





Dimensions in mm
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MODEL L L Elc|T|Aact|M| N | H |s| D |Ga|ed|F|R]| sT
(without brake) | (with brake)

GRMIS 208 20 | 54 | 3| 97 |100| 8oj | 1305 | 7 | 1956 | 215 | & | 6 | 30 | mexte
FKM 22 232

FrM 42 247 50 | 54 | 35| 126 | 130 | 1106 | 1685 | 9 | 246 | 27 | 7 | 8 | 40 | mexig
FKM 44 289

FKM 62 260

FKM 62 2% 58 | 54 | 35 | 158 | 165 | 130j6 | 2005 | 12 | 32k6 | 35 | 8 | 10 | 50 | Mioxe2
FKM 66 332

FKM 94 507 595 80 38K6 | 414 10 | 63

FKM 95 625 693 | 110 | 54 | 4 | 240 | 265 | 230 | 3255 |145| 42k6 | 452 12 | 63 | M12x30
FKM 96 693 10 12k6 | 452 12 | 63




FXM motors

General characteristics

Temperature sensor

Thermistor PTC

Shaft extension

Keyless shaft (option: with key)

Mounting

Front flange

Mounting possibilities
(meets IEC 34-3-72 standard)

IM B5, IM V1, IM V3

Balancing
(meets DIN 45665 standard)

Full-key balancing
Class N (standard), Class R (optional)

Electrical isolation

Class F (150°C / 302°F)

Degree of protection

Standard configuration: IP 64
Seal option: IP 65
Fan option: IP 54

Fan Optional in FXM5 and FXM7 series
Brake Optional on all models
Feedback Multi-turn absolute 1 Vpp sinusoidal encoder of 1024 ppt

1 Vpp sinusoidal encoder of 1024 ppt
Incremental TTL encoder of 2500 ppt

Model range

MODEL Stall Peak Stall current (Arms) / Peak current (Arms)
torque torque Inertia
(Nm) (Nm) 2000 rpm 3000 rpm 4000 rpm (kg cm?) Weight (kg)

FXM 11 1.2 6 0.45/2.2 0.67/3.4 0.90/4.5 1.2 33
FXM 12 2.3 11 0.86/4.1 1.29/6.2 1.72/8.2 1.9 4.3
FXM 13 3.3 16 1.23/6 1.85/9 2.50/12 2.6 6.4
FXM 14 4.1 20 1.5/7.5 2.30/111.2 2.10/15.0 33 7.6
FXM 31 2.6 13 0.97/4.8 1.45/7.3 1.92/9.6 35 55
FXM 32 5.1 25 1.89/9.2 2.80/14.0 3.80/18.5 6 75
FXM 33 7.3 36 2.70/13.4 4.10/20.0 5.50/27.0 8.5 9.6
FXM 34 9.3 46 3.40/17 5.10/25 6.90/34 11 115
FXM 53** | 11.9(17.8" 59 4.70(7.0y/23 7.10(10.6)*/35 9.30/(14.0)"/46 22 15.8 (20)
FXM 54** | 14.8(22.2) 74 3.50(6.3)"/17.6 5.90(8.9)*/30.0 8.70(13.1)/44.0 11.80(17.7)/59.0 29 17.8 (22)*
FXM 55** | 17.3(25.9) 86 6.7(10.1)/33 10.3(15.4)"/51 14.1(21.1)"/70 36 20 (24.2
FXM 73** | 20.8(31.2)* 104 8.2(12.3)"/41 12.3(18.5)"/62 16.5(24.7)"/82 61 29 (33.2)
FXM 74** | 27.3(40.9)* 135 11.1(16.5)"/55 16.2(24.3)7/80 22.1(33.1)/109 79 31.6(35.8)
FXM 75** | 33.6(50.4)* 165 13.3(20.0)"/65 19.9(29.9)"/98 26.6(39.9)/131 97 36 (40.2)
FXM 76** | 39.7(59.5) 195 15.7(23.5)"/77 23.6(35.3)/116 32.1(48.2)/158 115 40 (44.2)
FXM 77 | 45.6(68.4)" 225 17.8(26.8)"/88 29.0(43.5)/143 36.6(55.0)"/181 133 43 (47.2)
FXM 78** | 51.1(76.6)* 255 20.7(31.0//103 28.4(42.6)/142 42.7(63.9/213 151 47 (51.2)

(*) Values of electro-ventilated motors in parenthesis.

(**) For motor sizes 5 and 7, there is the option of electro-ventilated motor that permits obtaining about 50 % more torque.




Dimensions in mm
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(1) Add BR to the LB dimensions, for motors with brake.
(2) Only on electro-ventilated models.

e
E LB

MODEL E |LB|BR(1)| T |AC1|AC2 | M N S| D |[GA|GD|F R S LP (2) | LV (2) | ACV (2)
FXM 11 136
EXM 12 30 | 171 25 3| 86 86 |100| 80J6 | 7 [14J6| 16 | 5 | 5 |20 | M5X12.5
FXM 13 206
FXM 14 241
FXM 31 152
FXM 32 187
FXM 33 40 | 900 23 3 | 114 | 105 |115| 95J6 | 10| 19J6 | 216 | 6 | 6 | 30| M6X16
FXM 34 257
FXM 53 237
EXM 54 50 | o790 28 35| 145 | 145 | 165 |130J6 | 12| 24J6 | 27 | 7 | 8 |40 | MB8X19 259 128 165
FXM 55 307
FXM 73 256
FXM 74 291
EXM 75 58 | 308 41 4 | 185 | 185 |215|180J6| 15| 32K6 | 35 | 8 |10|50 | M1OX22 | 303 128 205
FXM 76 361
FXM 77 396
FXM 78 431

LC
Resolver | 335
Encoder 46
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